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Detailed Action 

Specification 

1 . The title of the invention is not descriptive. A new title is required that is clearly 
indicative of the invention to which the claims are directed. 

The following title is suggested: MULTICAST COMMUNICATION METHOD 
USING LAYER 2 AND 3 SWITCHES. 



Claim Rejections - 35 USC § 102 

1 . The following is a quotation of the appropriate paragraphs of 35 U.S.C. 1 02 that 
form the basis for the rejections under this section made in this Office action: 

A person shall be entitled to a patent unless - 

(e) the invention was described in a patent granted on an application for patent by another filed in the 
United States before the invention thereof by the applicant for patent, or on an international application 
by another who has fulfilled the requirements of paragraphs (1), (2), and (4) of section 371(c) of this 
title before the invention thereof by the applicant for patent. 

The changes made to 35 U.S.C. 102(e) by the American Inventors 
Protection Act of 1999 (AIPA) and the Intellectual Property and High Technology 
Technical Amendments Act of 2002 do not apply when the reference is a U.S. 
patent resulting directly or indirectly from an international application filed before 
November 29, 2000. Therefore, the prior art date of the reference is determined 
under 35 U.S.C. 102(e) prior to the amendment by the AIPA (pre-AIPA 35 U.S.C. 
102(e)). 

2. Claims 1, 2, 6, 9, 5, 8, and 12 rejected under 35 U.S.C. 102(e) as being 
anticipated by Matsunaga et al. (US 6,532,233 B1). 
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Consider claim 1, Matsunaga et al. teach a communication method in a multicast 
communication network (i.e. multicast communication network containing a 
multicast communication apparatus) for distributing a multicast packet from a 
multicast transmitting terminal (source, i.e. server terminal) through at least a Layer-2 
switch (i.e. network device, station) to a plurality of multicast receiving terminals 
(receivers, i.e. client terminals, terminals; see Matsunaga et al.; Abstract; Figure 
1; teaches a communication through a multicast communication apparatus, a 
layer 2 network device, between a multicast server terminal and multicast client 
terminals), comprising forming a receiving terminal (receiver; i.e. client terminal, 
terminal) discrimination (i.e. filtration) mechanism for discriminating (i.e. filtering) 
multicast receiving terminals (receivers; i.e. client terminals, terminals) for receiving 
distribution of said (i.e. downstream) multicast packets (see Matsunaga et al; col. 1 
lines 5-10; teaches the filtering of downstream multicast packets to terminals) 
and distributing multicast packets selectively (i.e. distributing multicast packets to a 
group address) by said receiving terminal (receiver; i.e. client terminal, terminal) 
discrimination (i.e. filtration) mechanism only to multicast receiving terminals 
(receivers; i.e. client terminals, terminals) requesting distribution of said multicast 
packets (i.e. downstream packets) when there are multicast receiving terminals 
(receivers; i.e. client terminals, terminals) relating to such requests under said L2 
switches (i.e. network devices, stations; see Matsunaga et al; col. 8 lines 28-42; 
teaches of distribution of multicast packets through filtering, destined to the 
group address of client terminals). 
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Consider claim 2, Matsunaga et al. teach a multicast receiving terminal (receiver, 
i.e. client terminal, terminal) for receiving distribution of multicast packets from a 
multicast transmitting terminal (source; i.e. server terminal) through at least a Layer- 2 
switch (i.e. network device, station, etc; see Matsunaga et al.; Figure 1; col. 5 lines 
7-15; teaches of distribution of multicast packets destined to client terminal 
group addresses through center and subscriber stations which are layer 2 
network devices) provided with a discrimination packet (i.e. IGMP Membership 
Report Message Packet) transmitting function unit for generating a discrimination 
packet (i.e. IGMP Membership Report Message Packet) for teaching said Layer-2 
switch (i.e. network device, station) of the existence of a multicast receiving (i.e. 
requesting) terminal (i.e. client terminal, terminal etc) requesting distribution of said 
multicast packets under it and transmitting it to said Layer-2 switch (i.e. network 
device, station) side (see Matsunaga et al.; col. 1 lines 42 - 50 ; teach of an IGM 
Membership Report Message Packet that teaches a layer 2 station of a multicast 
requesting terminal). 

Consider claim 6, Matsunaga et al. teach a Layer-2 switch (i.e. network device, 
station) for relaying (i.e. transferring) a multicast packet transmitted from a multicast 
transmitting terminal (source; i.e. server terminal, terminal) and distributing it to a 
multicast receiving terminal (receiver; i.e. client terminal; see Matsunaga et al.; 
Abstract; Figure 1; teaches a layer 2 station for transferring a multicast packet), 
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provided with: a snooping (i.e. listening to receive packets) function unit for 
monitoring for a discrimination packet (i.e. IGMP Membership Report Message 
Packet) transmitted from said multicast receiving terminal (receiver; i.e. client 
terminal, terminal) so as to teach said Layer-2 switch (i.e. network device, station) 
that there is a multicast receiving terminal (receiver; i.e. client terminal, terminal) 
requesting distribution of said multicast packets existing under it (see Matsunaga et al.; 
col. 6 lines 46-55; teaches of center and subscriber stations receiving the report 
message packet from client terminal; col. 1 lines 42-50; teaches of an IGMP 
Membership Report Message Packet that teaches a layer 2 station of a multicast 
terminal) and a learning (i.e. transmitting Membership Query Message) function unit 
for learning the existence of said multicast receiving terminal based on said 
discrimination packet (i.e. IGMP Membership Report Message Packet) extracted by 
said snooping (i.e. listening to receive packets) function unit (see Matsunaga et al.; 
col. 1 lines 42-50; teaches the transmission of the Membership Query Message to 
all multicast terminals to query continuation of the distribution of the multicast 
packet and retrieve follow up IGMP Membership Report Message Packet) . 

Consider claim 9, Matsunaga et al. teach a Layer-3 switch (i.e. network device, 
station) for further relaying multicast packets transmitted from a multicast transmitting 
terminal (source; i.e. server terminal) through at least a Layer-2 switch (i.e. network 
device, station) and distributing it to a multicast receiving terminal (receiver; i.e. client 
terminal, terminal) and for transmitting a discrimination packet (i.e. IGMP Membership 




Application/Control Number: 10/796,223 
Art Unit: 4181 



Page 6 



Report Message Packet; see Matsunaga et al; col. 5 lines 40-48; col. 6 lines 6-22; 
teaches of layer 3 switches that distributes, to a client terminal, multicast 
messages) teaching said Layer- 2 switch (i.e. network device, station) that there is a 
multicast receiving terminal (receiver; i.e. client terminal, terminal) requesting 
distribution of said multicast packets existing under it to said Layer-2 switch (i.e. 
network device, station) side (see Matsunaga et al; col. 1 lines 42-50; teaches of 
the report message packet that teaches a layer 2 station of a multicast requesting 
terminal), provided with: a decision (i.e. processing) function unit for deciding if a 
received packet is a discrimination packet (i.e. IGMP Membership Report Message 
Packet) or a general packet (i.e. IP packer, other packet) other than a discrimination 
packet (i.e. IGMP Membership Report Message Packet; see Matsunaga et al; col. 5 
lines 46-48; teaches of recepting packets to differentiate between IP and IGMP 
packets) and a header processing function unit for processing an MAC header (i.e. 
layer 2 header) of said received packet (see Matsunaga et al.; col. 5 lines 64-67; col. 
6 lines 1-5; teaches of processing a layer 2 header) and performing different 
processing in accordance with results of decision of said decision (i.e. processing) 
function unit (see Matsunaga et al.; col. 6 lines 2-5; teaches of processing in 
accordance with processing function unit). 

Consider claim 5, Matsunaga et al. teach a multicast receiving terminal (receiver; 
i.e. client terminal, terminal), transmitting said discrimination packet (i.e. IGMP 
Membership Report Message Packet) when sending an IGMP-JOIN packet (i.e. 
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joining a multicast group to receive multicast packet; see Matsunaga et al.; col. 6 
lines 46-55; teaches the client terminal transmitting a IGMP Membership Report 
Message packet to join a multicast group and receive multicast packets). 

Consider claim 8, Matsunaga et al. teach a Layer-2 switch (i.e. network device, 
station), wherein said learning (i.e. transmitting Membership Query Message) 
function unit includes a distribution table (i.e. transfer control table), said distribution 
table (transfer control table) learns (i.e. registers) said IP source address (i.e. layer 3 
address) and MAC source address (i.e. layer 2 address), then multicast packets 
transmitted from said multicast transmitting terminal (source; i.e. server terminal) are 
distributed in accordance with said distribution table (i.e. transfer control table; see 
Matsunaga et al.; col. 3 lines 18-67; col. 4 lines 1-4; teaches transfer control table 
that registers layer 2 addresses and transfers multicast packets to a 
corresponding port when address of a destination of a multicast packet is 
registered). 

Consider claim 11, Matsunaga et al. teach a lyer-3 switch (i.e. network device, 
station) as set forth in claim 9, wherein said header processing function unit does not 
process the source address of said MAC header when said decision function unit 
decides that said received packet is a discrimination packet (i.e. IGMP Membership 
Report Message Packet; see Matsunaga et al.; col. 5 lines 40-48 ; teaches that the 
MAC header isn’t processed when a packet is an IGMP message) and performs 
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general rewriting processing (i.e. layer 2 bridging) on said MAC header when it decides 
that said received packet is a general packet ( see Matsunaga et al.; col. 7 lines 34- 
45; teaches rewriting processing on MAC header when said received packet is a 
general packet). 

Consider claim 12, Matsunaga et al. teaches a layer-3 switch (i.e. network 
device, station), wherein said decision function unit decides if said received packet is a 
discrimination packet (i.e. IGMP Membership Report Message Packet) or a general 
packet (i.e. IP packet, other packet; see Matsunaga et al.; col. 5 lines 40-48; teach 
deciding whether the packet is an IGlfop or other packet in accordance with whether 
said IP header and MAC header of a received packet are a multicast type address or 
unicast type address (see Matsunaga et al.; col. 5 lines 52-67; col. 6 lines 1-5; teach 
decision based on IP address and MAC address that distinguishes multicast and 
unicast addresses). 
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Claim Rejections - 35 USC § 103 



3. The following is a quotation of 35 U.S.C. 103(a) which forms the basis for all 

obviousness rejections set forth in this Office action: 

(a) A patent may not be obtained though the invention is not identically disclosed or described as set 
forth in section 102 of this title, if the differences between the subject matter sought to be patented and 
the prior art are such that the subject matter as a whole would have been obvious at the time the 
invention was made to a person having ordinary skill in the art to which said subject matter pertains. 
Patentability shall not be negatived by the manner in which the invention was made. 



4. Claims 3, 4, 7, 10, and 1 1 rejected under 35 U.S.C. 103(a) as being unpatentable 
over Matsunaga et al. (US 6,532,233 B1), and further in view of RFC 3376. 

Consider claim 3 Matsunaga et al. discloses a multicast receiving terminal 
(receiver; i.e. receiver terminal) wherein said discrimination packet (i.e. IGMP 
Membership Report Message Packet) includes an IP header and MAC header (i.e. is 
encapsulated; see Matsunaga et al.; col. 8 lines 3-12; col. 8 lines 21-28; teaches 
how the information in the table, MAC address and IP address information, is 
used to forward an IGMP Membership Report Message which contains 
encapsulated information), however Matsunaga et al. does not specifically disclose 
wherein the IP source address and MAC source address are an IP address and MAC 
address (i.e. header information) of a multicast group to which said multicast receiving 
terminal (receiver; i.e. client terminal, terminal) belongs. RFC 3376 discloses wherein 
the IP source address and MAC source address are an IP address and MAC address 
(i.e. header information) of a multicast group to which said multicast receiving terminal 
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(receiver; i.e. client terminal, terminal) belongs (see RFC 3376; page 13 
“Membership Report Message Format”; page 14 “Group Record Formal”; page 15 
“Multicast Address”; teaches of the IP address and MAC address of a multicast 
group being a header of the message). 

It would have been obvious to one of ordinary skill in the art at the time of the 
invention to modify the invention of Matsunaga et al. by wherein the IP source address 
and MAC source address are an IP address and MAC address (i.e. header 
information) of a multicast group to which said multicast receiving terminal (receiver; 
i.e. client terminal, terminal) belongs, as taught by RFC 3376, thereby following a 
standard. 

Consider claim 4 Matsunaga et al. discloses a multicast receiving terminal 
(receiver; i.e. client terminal, terminal) as set forth in claim 2, transmitting said 
discrimination packet (i.e. IGMP Membership Report Message Packet) periodically 
(see Matsunaga et al.; col. 1 lines 43-59; teaches periodically transmitting 
membership query message signifying transmission of IGMP report message 
packet by terminal), however Matsunaga et al. does not specifically disclose 
transmitting discrimination packet (i.e. IGMP Membership Report Message Packet) 
periodically by unicast. RFC 3376 discloses transmitting discrimination packet (i.e. 
IGMP Membership Report Message Packet) periodically by unicast (see RFC 3376; 
page 18 “IP Destination Address for Report”; teaches IGMP reports sent through 
unicast). 
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It would have been obvious to one of ordinary skill in the art at the time of the 
invention to modify the invention of Matsunaga et al. by transmitting discrimination 
packet (i.e. IGMP Membership Report Message Packet) periodically by unicast, as 
taught by RFC 3376, thereby following a standard. 

Consider claim 7 Matsunaga et al. discloses layer-2 switch (i.e. network 
device, station) wherein said discrimination packet (i.e. IGMP Membership Report 
Message Packet) includes an IP header and MAC header (i.e. is encapsulated; see 
Matsunaga et al.; col. 8 lines 3-12; col. 8 lines 21-28; teaches how the information 
in the table, MAC address (i.e. layer 2 information) and IP address information, is 
used to forward an IGMP Membership Report Message which contains 
encapsulated information), however Matsunaga et al. does not specifically disclose 
wherein the IP source address and MAC source address are an IP address and MAC 
address (i.e. header information) of a multicast group to which said multicast receiving 
terminal (receiver; i.e. client terminal, terminal) belongs. RFC 3376 discloses wherein 
the IP source address and MAC source address are an IP address and MAC address 
(i.e. header information) of a multicast group to which said multicast receiving terminal 
(receiver; i.e. client terminal, terminal) belongs (see RFC 3376; page 13 
“Membership Report Message Format”; page 14 “Group Record Formal”; page 15 
“Multicast Address”; teaches of the IP address and MAC address of a multicast 
group being a header of the message). 
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It would have been obvious to one of ordinary skill in the art at the time of the 
invention to modify the invention of Matsunaga et al. by wherein the IP source address 
and MAC source address are an IP address and MAC address (i.e. header 
information) of a multicast group to which said multicast receiving terminal (receiver; 
i.e. client terminal, terminal) belongs, as taught by RFC 3376, thereby following a 
standard. 

Consider claim 10 Matsunaga et al. discloses a layer 3 switch (i.e. network 
device, station) wherein said discrimination packet (i.e. IGMP Membership Report 
Message Packet) includes an IP header and MAC header (i.e. is encapsulated; see 
Matsunaga et al.; col. 8 lines 3-12; col. 8 lines 21-28; teaches how the information 
in the table, MAC address and IP (I.e. layer 3 information) address information, is 
used to forward an IGMP Membership Report Message which contains 
encapsulated information), however Matsunaga et al. does not specifically disclose 
wherein the IP source address and MAC source address are an IP address and MAC 
address (i.e. header information) of a multicast group to which said multicast receiving 
terminal (receiver; i.e. client terminal, terminal) belongs. RFC 3376 discloses wherein 
the IP source address and MAC source address are an IP address and MAC address 
(i.e. header information) of a multicast group to which said multicast receiving terminal 
(receiver; i.e. client terminal, terminal) belongs (see RFC 3376; page 13 
“Membership Report Message Format”; page 14 “Group Record Formal”; page 15 
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“Multicast Address”; teaches of the IP address and MAC address of a multicast 
group being a header of the message). 

It would have been obvious to one of ordinary skill in the art at the time of the 
invention to modify the invention of Matsunaga et al. by wherein the IP source address 
and MAC source address are an IP address and MAC address (i.e. header 
information) of a multicast group to which said multicast receiving terminal (receiver; 
i.e. client terminal, terminal) belongs, as taught by RFC 3376, thereby following a 
standard. 





